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Smartflex 0.6
Medium-weight flexible polyurethane ducting

Construction: Polyether-polyurethane wall 
encapsulating a copper coated spring steel wire helix.

Colour options: Black, Blue and Orange conforming to 
UL94V0

Standard length: 10 metres.

Temperature range: -40°C to +100°C in a 20°C ambient.

Applications: Extraction of dust, fume and wood waste.

Properties: Flame retardant according to DIN 4102 B 1, 
excellent abrasion resistance, good oil and petrol 
resistance, resistant to hydrolysis and microbes, 
permanently antistatic according to ISO 8031 <10 ⁹ Ohms, 
conform to TRGS 727 <2.5*10 ⁸ Ohms and ATEX 
2014/34/EU, very good flexibility even at low 
temperatures, very smooth bore, electrically conductive 
according to BGI 739 by grounding the wire.

Inside 
Diameter 

mm
Weight 
Kg/m

Wall 
Thickness 

mm

Bend 
Radius 

mm

Max. 
Work. 

Press. Bar

Max. 
Vacuum 

Bar

25 0.17 0.50 25 1.70 0.45

30 0.19 0.50 30 1.65 0.45

32 0.20 0.50 32 1.60 0.42

35 0.21 0.50 35 1.50 0.35

38 0.23 0.50 38 1.50 0.30

40 0.25 0.50 40 1.40 0.30

50 0.31 0.50 50 1.30 0.28

60 0.52 0.60 60 1.10 0.25

75 0.65 0.60 75 0.80 0.20

80 0.68 0.60 80 0.80 0.20

90 0.73 0.60 90 0.70 0.16

102 0.83 0.60 100 0.60 0.15

110 0.92 0.60 110 0.50 0.14

120 0.95 0.60 120 0.45 0.14

127 1.03 0.60 125 0.40 0.12

140 1.12 0.60 140 0.30 0.12

152 1.24 0.60 150 0.25 0.10

160 1.25 0.60 160 0.22 0.10

180 1.51 0.60 180 0.22 0.10

203 1.68 0.60 200 0.20 0.09

215 1.81 0.60 210 0.20 0.09

225 1.90 0.60 220 0.15 0.09

254 1.97 0.60 250 0.15 0.08

305 2.36 0.60 300 0.10 0.06

350 2.75 0.60 350 0.10 0.04

400 3.14 0.60 400 0.08 0.02

450 3.55 0.60 450 0.04 0.01

500 3.94 0.60 500 0.02 0.01


