Braided Silicone Hose
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3.0mm 2.5mm * *
4.0mm 2.5mm * *
5.0mm 3.0mm *
5.0mm 3.2mm *
6.0mm 3.0mm * * *
8.0mm 3.2mm * * *
*
Braid reinforced silicone hose is manufactured in sizes 9.5mm 3.2mm
ranging from 3mm bore up to 50mm bore in a variety of 10mm 3.5mm/ n -
silicone materials. Predominantly braided with polyester 4.0mm
yarn, monofil or glass, special braidings such as Aramid 3.5mm/ * *
. 12.0mm
are used for outstanding burst pressures. 4.0mm
12.5mm | 3.2mm *
4.0mm/ *
Materials and applications: 14.0mm 4.5mm
4.0mm/ *
Premium quality Platinum cured translucent hose is a A b 4.5mm
popular choice for applications demanding a high degree N
of transparency, no peroxide bi-products and the need for 16.0mm 4.8mm
medical and pharmaceutical specifications. 4.5mm/ N
18.0mm El0mm
Peroxide cured, red or blue outer hose meets the 19.0 58 .
demands for industrial grade hoses with economical Smm -omm
costs but still retains high performance characteristics. 5.0mm/ o
20.0mm e —
25.0mm | 6.0mm * *
32.0mm 7.0mm *
38.0mm | 7.0mm *
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