
Tel No. : 01344 758600
Fax No. : 01344 758610
E-mail : info@parishose.co.uk  
Website : parishose.com

Paris Hose & Ducting Ltd
c/o Specialist Ducting Supplies,
Craven House,
Steeton Grove,
Steeton, Keighley
West Yorkshire
BD20 6TT

P3SPU AE
Heavy Weight Polyether-Polyurethane Ducting

Construction: Polyether-Polyurethane wall with an 
encapsulated spring steel helix. Very smooth bore.

Colour: Clear.

Standard length: 10 metres.

Temperature range: -40°C to +100°C in a 20°C ambient.

Applications: Suction and transportation of sand, gravel, 
grain.

Properties: Excellent abrasion and vacuum resistance, 
good resistance to oils and petrol, very smooth bore, 
resistance to hydrolysis and microbes, non toxic, food 
proved food grade according to EG regulation no. 
1935/2004 and no. 10/2011, FDA standard 21 CFR 
177.2600 and 178.2010, approval confirmed by an 
independent testing institute for the whole hose 
according to EG regulation no. 10/2011.

Options:

• P3SPU AS – Anti-static Polyether Polyurethane.

• P3SPU - Polyester Polyurethane.
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diameter 

(mm)
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(Bar)
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(Bar)

32 0.61 2.00 130 2.80 0.57

38 0.79 2.00 160 2.00 0.95

51 1.00 2.00 200 1.92 0.54

63 1.45 2.00 240 1.60 0.54

76 1.80 2.00 300 1.28 0.54

80 1.91 2.00 320 1.20 0.54

90 2.15 2.00 360 1.12 0.50

102 2.38 2.00 400 1.04 0.50

115 2.65 2.00 450 0.92 0.50

127 2.95 2.00 500 0.80 0.45

140 3.27 2.00 560 0.64 0.45

152 3.50 2.00 600 0.56 0.40

160 3.72 2.00 640 0.40 0.35

180 4.18 2.00 720 0.32 0.20

203 4.05 2.00 800 0.32 0.15

254 5.04 2.00 1000 0.24 0.10

305 6.03 2.00 1200 0.16 0.05

350 7.10 2.00 1400 0.08 0.05


