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Tolerance Burst Pressure radius Weight
e PSI BAR (mm) kg/m
6.35 11.5 +0.25 1000 68.8 22 0.07
10 16 +0.25 820 56.4 37 0.12
12.5 18.5 +0.25 710 48.9 49 0.14
VendHose is a PVC-free WRAS approved hose.
Manufactured with a natural LDPE liner and EVA inner 19 26 +0.25 580 40 84 0.23
tube which is reinforced with 1000 denier high tenacity
polyester yarn. Supplied with a Grey or white flexible EVA
cover.
. 25 33 +0.40 464 32 118 0.35
The materials used are approved for food contact
applications in Europe and the USA.
Tested in accordance with BS6920, VendHose has WRAS
approval for conveyance of cold & hot potable water. 32 42 +0.66 440 31 175 0.55
The hose is PVC free, making it suitable for a range of
applications where end users are concerned about the
possibility of phthalate (plasticizer) migration. 38 48 +0.66 400 275 215 0.64
VendHose has the same excellent chemical resistance as
low-density polyethylene.
Applications: Cold water connections to vending 50 62 0.66 217 15 315 0.99
machines, conveyance of soft drinks in cellar to bar

installations, chemical lines & conveyance of some liquid
foodstuffs.

Temperature range: -20°C to +55°C, occasional use up to
+65°C, cold bend temperature -45°C
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